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Cylinder Head Gasket Introduction (T373)

This service parts topic supersedes topic 97T2–1. Please remove 97T2–1 and replace it with this topic.

This service parts topic introduces new head gaskets for B Series engines. The new head gaskets were released 
to improve leakage for the thermostat housing area and overall reliability of the B Series head gasket. Details of 
the new head gaskets are outlined in Table 1 through Table 4.

The new gaskets are incorporating the following changes:

1.  Small cut-outs in the facing material under the exhaust ports for thermal expansion. 
 

2.  Increased width of Print-O-Seal material on intake side. 
 

3.  Front water passage is filled with gasket material over core plate, front corner and exhaust side. 
 

4.  Increased width of Print-O-Seal material on exhaust side. 
 

5.  Service head gasket features localized Elastometric plugs adjacent to the bolt holes. 
 

Table 1: Production Cylinder Head Gasket Part Numbers for 4B Engines

Old Part Nos. New Part Nos. Thickness Number of Notches

3282999 3283333 Standard None

3282999 3283569 Standard None
 

Table 2: Service Cylinder Head Gasket Part Numbers for 4B Engines

Old Part Nos. New Part Nos. Thickness Number of Notches

3282999 3283333 Standard None

3283001 3283336 +0.25 mm One

3283003 3283338 +0.50 mm Two
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Table 3: Production Cylinder Head Gasket Part Numbers for 6B Engines

Old Part Nos. New Part Nos. Thickness Number of Notches

3282805 3283335 Standard None

3282805 3283570 Standard None
 

Table 4: Service Cylinder Head Gasket Part Numbers for 6B Engines

Old Part Nos. New Part Nos. Thickness Number of Notches

3282805 3283335 Standard None

3283000 3283337 +0.25 mm One

3283002 3283339 +0.50 mm Two
 
All the new gaskets feature improved facing and a Print-O-Seal material to further reduce leakage. The new 
gaskets are dark gray with red Print-O-Seal.

The oversized gaskets can be visually identified by notches in the outside edge of the gaskets (See Figures 1 and 
2). One notch for 0.25 mm gaskets and two notches for 0.50 mm. The notches are located on the exhaust side of 
Cylinder No. 3 on 4B engines and Cylinder No. 5 on 6B engines.

Figure 1 
6B Engine 

A: 0.50 mm Oversize  
B: 0.25 mm Oversize

Figure 2 
4B Engine 

A: 0.50 mm Oversize  
B: 0.25 mm Oversize

Table 5 shows the new gasket kit numbers. The only difference between the old and new kits is the head gasket.

Table 5: Gasket Kits

Current Upper Gasket Kit New Upper Gasket Kit

3802361 3804896

3802363 3804897
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3802916 3804898
 
Table 6 is the implementation schedule for production of the new cylinder head gaskets.

Table 6: Production Implementation

Plant Engine Old Part No. ESN Date

CDC 6B 3282805 45246414 September 1995

CDC 6B 3283570 45467768 January 1997

CDC 4B 3283569 45470602 January 1997

DEP 6B 3283570 21251780 January 1997

DEP 4B 3283569 21251912 January 1997
 

NOTE

This is a product improvement and is not subject to campaign.
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