
Brass Pivot - 3 Styles

30˚

1mm

Chamfer Speci�cations (Head & Shaft)

10-32 UNF

(E) .093 (2.36)

(F) .190 (4.83)

Chamfer
[45˚ 0.5mm]

Chamfer Cotter Pin Hole
[45˚ 0.5mm]

Figure Description Style 1 - in. (mm) Style 2 - in. (mm) Style 3 - in. (mm) Tolerance - in. (mm)
A Shaft Diameter 0.25 (6.35) 0.25 (6.35) 0.25 (6.35) ± 0.003 (0.0762)
B Head Diameter 0.437 (11.1) 0.437 (11.1) 0.437 (11.1) ± 0.003 (0.0762)
C Head Length 0.337 (8.56) 0.337 (8.56) 0.337 (8.56) ± 0.003 (0.0762)
D Shoulder to Center of Cotter Pin Hole 0.192 (4.88) 0.24 (6.096) 0.355 (9.017) ± 0.003 (0.0762)
E Center of Cotter Pin Hole to end of Shaft 0.093 (2.36) 0.093 (2.36) 0.093 (2.36) ± 0.003 (0.0762)
F Center of threaded hole to base of Head 0.190 (4.83) 0.190 (4.83) 0.190 (4.83) ± 0.003 (0.0762)

(A) 0.250 (6.35)

(B) 0.437
(11.1)

(D) *see table
(C) 0.337 (8.56)

Cotter Pin Diamter
0.0937 (2.38)
*Standard 3/32” hole size

Tap size NF/NC 
UNF/UNC

Threads per 
inch

Basic major 
dia (inches)

Basic 
effective dia 

(inches)

Basic minor 
dia of ext. 

threads 
(inches)

Basic minor 
dia of int. 
threads 
(inches)

Drill size

10-32 UNF 32 0.19 0.1697 0.1517 0.1562 #21


